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All information subject to change without further notice.
No responsibility is taken for the correctness of the named specifications.

Type
Collet
size

Valve
type

Max. 
grinding pin 

dia.
Idle speed Capa-

city
Total 

length Weight Max. air
consumption

mm Ø mm min-1 kW mm kg m³/min.

Front air exhaust

SF8-FT 6/8 lever valve 32 20000 0.30 235 0.80 0.57

SF8-FK-1 6/8 rotary valve 32 20000 0.30 235 1.00 0.57

SF8-FTL • 6/8 lever valve 32 20000 0,30 275 0,85 0.57

SF8-FKL • 6/8 rotary valve 32 20000 0,30 275 1,00 0.57

Rear air exhaust, incl. supply and exhaust hose *

SF8-BT 6/8 lever valve 32 20000 0.30 253 1.10* 0.57

SF8-BK 6/8 rotary valve 32 20000 0.30 253 1.15* 0.57

SF8-BTL • 6/8 lever valve 32 20000 0.30 293 1.15 0.57

SF8-BKL • 6/8 rotary valve 32 20000 0.30 293 1.25 0.57

	 Air connection: ¼“, Hose dia.  ⅜„ (9.5 mm)
	 Standard-collet size: 6 mm
	 * Weight incl. supply and exhaust hose 
	 See extra accessories catalog   

	 • Phased-out model	                                     

Dimensions


