
BRUSHLESS SHUT-OFF
ELECTRIC SCREWDRIVER  
32 VOLT DC + 40 VOLT DC

EA-B...
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Brushless electric screwdriver 32V DC in ESD design  
Torques of 0.008 up to 0.98 Nm

Power
supply Type

Torque range ±3%
(EA-B101~B103 ±5%)

Idle speed 
±10% Weight Length

Voltage
Power 

consump-
tion

Bit-
Type

kgf-cm lbf-in Nm High Low g mm

Lever start

EA-B101L-C/CE3 0.08~1.5 0.07~1.30 0.008~0.15 1000 700 170 180 DC12V 15W

C 
ø 4mm

EA-B101LS1-C/CE3 0.08~1.5 0.07~1.30 0.008~0.15 280 200 170 180 DC12V 15W

EA-B103L-C/CE3 0.5~3.5 0.43~3.04 0.05~0.34 1000 700 170 180 DC12V 15W

EA-B103LS1-C/CE3 0.5~3.5 0.43~3.04 0.05~0.34 280 200 170 180 DC12V 15W

EA-BN203L/CE6 0.2~3.5 0.17~3.04 0.02~0.34 1000 700 400 205 DC24V/32V 25W

B
Hex 6,35mm

EA-BN203LS1/CE6 0.2~3.5 0.17~3.04 0.02~0.34 500 350 400 205 DC24V/32V 25W

EA-BN203LS2/CE6 0.2~3.5 0.17~3.04 0.02~0.34 370 260 400 205 DC24V/32V 25W

EA-BN203LS3/CE6 0.2~3.5 0.17~3.04 0.02~0.34 230 160 400 205 DC24V/32V 25W

EA-BN207L/CE6 0.5~7.0 0.43~6.08 0.05~0.69 1000 700 400 205 DC24V/32V 25W

EA-BN210L/CE6 1.0~10.0 0.87~8.68 0.10~0.98 1000 700 400 205 DC24V/32V 25W

Push to start

EA-BN210P/CE6 2.0~10 1.74~8.68 0.20~0.98 1.000 700 310 232 DC24V/32V 25W

EA-BN203 - EA-BN210 nutrunners are supplied with bit type B HEX 6.35mm as standard.
EA-B101 - EA-B103 screwdrivers are only available with bit type C Ø 4mm.
Note: The screwdrivers must be ordered with a power supply unit from page 12.
Note: The color table shows the matching power supply units for the respective screwdriver (see page 12).
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Hebelstart Type
EA-B101L-C/C3 EA-B101LS1-C/C3
EA-B103L-C/C3 EA-B103LS1-C/C3

Hebelstart Type

Druckstart Type

EA-BN203L6 EA-BN203LS16
EA-BN203LS26 EA-BN203LS36
EA-BN207L6 EA-BN210L6

EA-BN210P/CE6

Lever start Type
EA-B101L-C/CE3 - EA-B103LS1-C/CE3
Bit shank ø 4mm
Mini Type

Lever start Type
EA-BN203L/CE6 -  
EA-BN210L/CE6

Push to start Type
EA-BN210P/CE6

Lever start Type
EA-B101L-C/CE3 to  
EA-B103LS1-C/CE3

Lever start Type
EA-BN203L/CE6 to
EA-BN210L/CE6

Push to start Type
EA-BN210P/CE6
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Brushless electric screwdriver 32V DC in ESD-Version; Torques from 0.15 up to 1.86 Nm
Brushless electric screwdriver 40V DC in ESD-Version; Torques from 0.98 up to 4.90 Nm

Power
supply Type

Torque range ±3% Idle pseed 
±10% Weight Length

Voltage
Power 

consump-
tion

Bit-
Type

kgf-cm lbf-in Nm High Low g mm

Lever start

EA-BN412L/CE6 1.5~12 1.3~10.42 0.15~1.18 1000 700 540 240 DC24V/32V 55W

HEX 6,35mm

EA-BN412LH/CE6 1.5~12 1.3~10.42 0.15~1.18 2000 1,400 540 240 DC24V/32V 55W

EA-BN417LH/CE6 3.0~17 2.6~14.76 0.29~1.67 2000 1,400 540 240 DC24V/32V 55W

EA-BN419L/CE6 3.0~19 2.6~16.49 0.29~1.86 1000 700 540 240 DC24V/32V 55W

EA-BN630L/CE6 10~30 8.68~26.04 0.98~2.94 1000 750 800 275 DC40V 90W

EA-BN630LH/CE6 10~30 8.68~26.04 0.98~2.94 2000 1,500 800 275 DC40V 90W

EA-BN650L/CE6 20~50 17.36~43.4 1.96~4.90 1000 750 800 275 DC40V 120W

Push to start

EA-BN412P/CE6 2.0~12 1.74~10.42 0.20~1.18 1000 700 540 240 DC24V/32V 55W

HEX 6,35mm

EA-BN412PH/CE6 2.0~12 1.74~10.42 0.20~1.18 2000 1,400 540 240 DC24V/32V 55W

EA-BN417PH/CE6 3.0~17 2.6~14.76 0.29~1.67 2000 1,400 540 240 DC24V/32V 55W

EA-BN419P/CE6 3.0~19 2.6~16.49 0.29~1.86 1000 700 540 240 DC24V/32V 55W

EA-BN630P/CE6 10~30 8.68~26.04 0.98~2.94 1000 700 800 275 DC40V 90W

EA-BN630PH/CE6 10~30 8.68~26.04 0.98~2.94 2000 1,300 800 275 DC40V 90W

EA-BN650P/CE6 20~50 17.36~43.4 1.96~4.90 1000 700 800 275 DC40V 120W

The screwdrivers are supplied with bit type B HEX 6.35mm as standard.
Note: The screwdrivers must be ordered with a power supply unit from page 12.
Note: The color table shows the matching power supply units for the respective screwdriver (see page 12).

6 PIN

6 PIN

Hebelstart Type
EA-BN412L6 EA-BN412LH6
EA-BN417LH6 EA-BN419L6
EA-BN630L/C6 EA-BN630LH/C6
EA-BN650L/C6

Druckstart Type
EA-BN412P6 EA-BN412PH6
EA-BN417PH6 EA-BN419P6
EA-BN630P/C6 EA-BN630PH/C6
EA-BN650P/C6
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275
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Lever start Type
EA-BN412L/C6 - EA-BN419L/C6

Push to start Type
EA-BN412P/C6 - EA-BN419P/C6

Lever start Type
EA-BN630L/C6 - EA-BN650L/C6

Push to start Type
EA-BN630P/C6 - EA-BN650P/C6

Pistol grip
(für EA-BN630-BN650)

Incl. accessories

Lever start Type
EA-BN412L/C6	 EA-BN412LH/C6
EA-BN417LH/C6	 EA-BN419L/C6
EA-BN630L/C6	 EA-BN630LH/C6
EA-BN650L/C6

Push to start Type
EA-BN412P/C6	 EA-BN412PH/C6
EA-BN417PH/C6	 EA-BN419P/C6
EA-BN630P/C6	 EA-BN630PH/C6
EA-BN650P/C6
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Brushless pistol screwdriver 40V DC - for torques from 0.3 up to 7.0 Nm

Power
supply Type

Torque range ±3% Idle speed 
±10% Weight Length

Voltage Power 
consumption

Bit-
Type

kgf-cm lbf-in Nm High Low g mm

Connection from top

EA-BTK620LU/C6 3.06~20.4 2.6~17.7 0.3~2.0 1200 900 700 185 DC40V 50W

B Hex 6,35 mm

EA-BTK630LU/C6 8.16~30.6 7.1~26.5 0.8~3.0 1200 900 700 185 DC40V 50W

EA-BTK630LHU/C6 10.2~30.6 8.9~26.5 1~3.0 3300 2480 700 185 DC40V 50W

EA-BTK635LHU/C6 12.24~35.7 10.28~32.04 1.2~3.5 1700 1280 700 185 DC40V 50W

EA-BTK650LU/C6 20.4~51 17.7~44.2 2~5 700 530 700 185 DC40V 50W

EA-BTK650LHU/C6 20.4~51 17.7~44.2 2~5 1000 750 700 185 DC40V 50W

EA-BTK670LU/C6 25.5~71.3 22.1~61.9 2.5~7 850 640 700 185 DC40V 50W

Connection from below

EA-BTK620LD/C6 3.06~20.4 2.6~17.7 0.3~2.0 1200 900 700 185 DC40V 50W

B Hex 6,35 mm

EA-BTK630LD/C6 8.16~30.6 7.1~26.5 0.8~3.0 1200 900 700 185 DC40V 50W

EA-BTK630LHD/C6 10.2~30.6 8.9~26.5 1~3.0 3300 2480 700 185 DC40V 50W

EA-BTK635LHD/C6 12.24~35.7 10.28~32.04 1.2~3.5 1700 1280 700 185 DC40V 50W

EA-BTK650LD/C6 20.4~51 17.7~44.2 2~5 700 530 700 185 DC40V 50W

EA-BTK650LHD/C6 20.4~51 17.7~44.2 2~5 1000 750 700 185 DC40V 50W

EA-BTK670LD/C6 25.5~71.3 22.1~61.9 2.5~7 850 640 700 185 DC40V 50W

The screwdrivers are supplied with bit type B hex 6.35 mm as standard.
Note: The screwdrivers must be ordered with a power supply unit from page 12.
Note: The color table shows the matching power supply units for the respective screwdriver (see page 12).
Note: ESD version with suffix ”E” e.g. EA-BN412P / CE6 

Top cable connection:
EA-BTK6XXLU/C6

Top cable connection:
EA-BTK620LU/C6 to 
EA-BTK670LU/C6

Bottom cable connection:
EA-BTK620LD/C6 to
EA-BTK670LD/C6

6 PINBottom cable connection:
EA-BTK6XXLD/C6
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Brushless electric screwdriver 40 V DC for torques from 2.0 up to 25.0 Nm

Push start
EA-BK760P/C6~
EA-BK7120P/C6

Push to start
EA-BAK960P/C6~
EA-BAK9250P/C6

Side support handle

To order with a ”3/8”
Square Anvil place a ”W”
at the end of Model No.
Example:
EA-BK7120LW/C6

Lever start
EA-BK760L/C6 - EA-BK7120L/C6

Push to start
EA-BK760P/C6 - EA-BK7120P/C6

Lever start
EA-BAK960L/C6 - EA-BAK9250L/C6

Push to start
EA-BAK960P/C6 - EA-BAK9250P/C6

6 PINLever start
EA-BK760L/C6~
EA-BK7120L/C6

Lever start
EA-BAK960L/C6~
EA-BAK9250L/C6

Auxiliary Handle
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Power
supply Type

Torque range ±5% Idle speed 
±10% Weight Length

Voltage Power 
consumption

Bit-
Type/
squarekgf-cm lbf-in Nm High Low g mm

Lever start

EA-BK760L/C6 20.4 ~ 61.2 17.7 ~ 53.11 2 ~ 6 1000 750 1,030 308 DC40V 150W

B Hex 6.35mm

W 3/8” square

B Hex 6.5mm

W 3/8” square

EA-BK760LH/C6 20.4 ~ 61.2 17.7 ~ 53.11 2 ~ 6 2000 1500 1,030 308 DC40V 150W

EA-BK790L/C6 30.6 ~ 91.8 26.11 ~ 79.66 3 ~ 9 1000 750 1,030 308 DC40V 150W

EA-BK7120L/C6 61.2 ~ 122.4 53.11 ~ 106.21 6 ~ 12 880 660 1,030 308 DC40V 150W

EA-BAK960L/C6 20.4 ~ 61.2 17.7 ~ 53.11 2 ~ 6 1200 900 1,250 315 DC40V 100W

EA-BAK990L/C6 30.6 ~ 91.8 26.55 ~ 79.66 3 ~ 9 900 680 1,250 315 DC40V 120W

EA-BAK9120L/C6 40.8 ~ 122.4 35.4 ~ 106.21 4 ~ 12 600 450 1,250 315 DC40V 120W

EA-BAK9120LH/C6 40.8 ~ 122.4 35.4 ~ 106.21 4 ~ 12 880 660 1,250 315 DC40V 150W

EA-BAK9180L/C6 61.2 ~ 183.6 53.11 ~ 159.32 6 ~ 18 370 280 1,250 315 DC40V 150W

EA-BAK9180LH/C6 61.2 ~ 183.6 53.11 ~ 159.32 6 ~ 18 600 450 1,250 315 DC40V 150W

EA-BAK9250L/C6 81.6 ~ 255 70.81 ~ 221.28 8 ~ 25 370 280 2,200 380 DC40V 150W

EA-BAK9250LH/C6 81.6 ~ 255 70.81 ~ 221.28 8 ~ 25 550 410 2,200 380 DC40V 150W

Push start

EA-BK760P/C6 20.4 ~ 61.2 17.7 ~ 53.11 2 ~ 6 1000 750 1,030 308 DC40V 150W

EA-BK760PH/C6 20.4 ~ 61.2 17.7 ~ 53.11 2 ~ 6 2000 1500 1,030 308 DC40V 150W

EA-BK790P/C6 30.6 ~ 91.8 26.11 ~ 79.66 3 ~ 9 1000 750 1,030 308 DC40V 150W

EA-BK7120P/C6 61.2 ~ 122.4 53.11 ~ 106.21 6 ~ 12 880 660 1,030 308 DC40V 150W

EA-BAK960P/C6 20.4 ~ 61.2 17.7 ~ 53.11 2 ~ 6 1200 900 1,250 315 DC40V 100W

EA-BAK990P/C6 30.6 ~ 91.8 26.55 ~ 79.66 3 ~ 9 900 680 1,250 315 DC40V 120W

EA-BAK9120P/C6 40.8 ~ 122.4 35.4 ~ 106.21 4 ~ 12 600 450 1,250 315 DC40V 120W

EA-BAK9120PH/C6 40.8 ~ 122.4 35.4 ~ 106.21 4 ~ 12 880 660 1,250 315 DC40V 150W

EA-BAK9180P/C6 61.2 ~ 183.6 53.11 ~ 159.32 6 ~ 18 370 280 1,250 315 DC40V 150W

EA-BAK9180PH/C6 61.2 ~ 183.6 53.11 ~ 159.32 6 ~ 18 600 450 1,250 315 DC40V 150W

EA-BAK9250P/C6 81.6 ~ 255 70.81 ~ 221.28 8 ~ 25 370 280 2,200 380 DC40V 150W

EA-BAK9250PH/C6 81.6 ~ 255 70.81 ~ 221.28 8 ~ 25 550 410 2,200 380 DC40V 150W

The screwdrivers are supplied with bit type B hex 6.35 mm as standard.
Note: The screwdrivers must be ordered with a power supply unit from page 12.
Note: The color table shows the matching power supply units for the respective screwdriver (see page 12).
Note: ESD version with suffix ”E” e.g. EA-BK760L / CE6.
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Brushless electric screwdrivers 40 V DC for torques from 2.0 up to 50.0 Nm

6 PIN

Angle lever start type 
with intake B hex 6.35mm
EA-BAKA950L/C6 - 
EA-BAKA922L/C6
«	With 3/8" Sq. Anvil  
place "w" at the end of 
model No.
Example: 
EA-BAKA-950LW/C6

Push to start type
EA-BAN9350P/C6
Lever start type
EA-BAN9350L/C6

Push to start type
EA-BAN9350PW/C6 w/ ⅜” square
EA-BAN9500PW/C6 w/ ½” square
Lever start type
EA-BAN9350LW/C6 w/ ⅜” square
EA-BAN9500LW/C6 w/ ½” square

Lever start type
EA-BAKA950L/C6 - EA-BAKA9220L/C6

Lever start type
EA-BAN9350L/C6 - EA-BAN9500LW/C6

Push to start type
EA-BAN9350P/C6 - EA-BAN9500PW/C6
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Power 
supply Type

Torque range ±5% Idle speed 
±10% Weight Length

Voltage Power 
consumption

Bit
Type/
squarekgf-cm lbf-in Nm High Low g mm

Angle lever start type

EA-BAKA950L/C6 20.4 ~ 51 17.7 ~ 44.25 2 ~ 5 1200 900 2,500 393 DC40V 100W

B
Hex 6.35 mm

W
”⅜” square

EA-BAKA975L/C6 30.6 ~ 76.5 26.55 ~ 66.37 3 ~ 7,5 900 680 2,500 393 DC40V 120W

EA-BAKA9100L/C6 61.2 ~ 102 53.1 ~ 88.5 6 ~ 10 600 450 2,500 393 DC40V 120W

EA-BAKA9100LH/C6 61.2 ~ 102 53.1 ~ 88.5 6 ~ 10 880 660 2,500 393 DC40V 150W

EA-BAKA9150L/C6 81.6 ~ 153 70.8 ~ 132.75 8 ~ 15 370 280 2,500 393 DC40V 150W

EA-BAKA9150LH/C6 81.6 ~ 153 70.8 ~ 132.75 8 ~ 15 600 450 2,500 393 DC40V 150W

EA-BAKA9220L/C6 122.4 ~ 224.4 106.2 ~ 194.7 12 ~ 22 370 280 2,500 393 DC40V 150W

Lever start

EA-BAN9350L/C6 122.4 ~ 357 106.21 ~ 309.8 12 ~ 35 350 260 2,300 384 DC40V 150W Hex 6.35mm

EA-BAN9350LW/C6 122.4 ~ 357 106.21 ~ 309.8 12 ~ 35 350 260 2,300 384 DC40V 150W W ”⅜” square

EA-BAN9500LW/C6 204 ~ 510 177 ~ 442.56 20 ~ 50 200 150 2,300 384 DC40V 150W W ”½” square

Push to start

EA-BAN9350P/C6 122.4 ~ 357 106.21 ~ 309.8 12 ~ 35 350 260 2,300 384 DC40V 150W B  
Hex 6.35 mm

EA-BAN9350PW/C6 122.4 ~ 357 106.21 ~ 309.8 12 ~ 35 350 260 2,300 384 DC40V 150W W ”⅜” square

EA-BAN9500PW/C6 204 ~ 510 177 ~ 442.56 20 ~ 50 200 150 2,300 384 DC40V 150W W ”½” square

The screwdrivers with a torque range of up to 35 Nm can be ordered with either a bit holder B hex 6.35mm or ”⅜” square.
The type EA-BAN 9500 LW / C6 or PW / C6 is only available with a ”½” square.
Note: The screwdrivers must be ordered with a power supply unit from page 12.
Note: The color table shows the matching power supply units for the respective screwdriver (see page 12).
Note: ESD version with suffix ”E” e.g. EA-BAKA950L / CE6.        
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Brushless electric pistol screwdriver 40V DC for torques from 2.0 up to 18.0 Nm

Power
supply Type

Torque range ±5% Idle speed 
±10% Weight Length

Voltage Power 
consumption

Bit-
Type/
squarekgf-cm lbf-in Nm High Low g mm

Top cable connection

EA-BTN960LU/C6 20.4~61.2 17.7~53.11 2~6 1000 750 1,250 274x157 DC40V 100W

B 
Hex 6.35mm

W 
”⅜” square

EA-BTN990LU/C6 30.6~91.8 26.55~79.66 3~9 800 600 1,250 274x157 DC40V 120W

EA-BTN9120LU/C6 40.8~122.4 35.4~106.21 4~12 550 410 1,250 274x157 DC40V 120W

EA-BTN9180LU/C6 61.2~183.6 53.11~159.32 6~18 350 260 1,250 274x157 DC40V 150W

Bottom cable connection

EA-BTN960LD/C6 20.4~61.2 17.7~53.11 2~6 1000 750 1,250 274x157 DC40V 100W

EA-BTN990LD/C6 30.6~91.8 26.55~79.66 3~9 800 600 1,250 274x157 DC40V 120W

EA-BTN9120LD/C6 40.8~122.4 35.4~106.21 4~12 550 410 1,250 274x157 DC40V 120W

EA-BTN9180LD/C6 61.2~183.6 53.11~159.32 6~18 350 260 1,250 274x157 DC40V 150W

The screwdrivers are supplied with bit type B HEX 6.35mm as standard.
Note: The screwdrivers must be ordered with a power supply unit from page 12.
Note: The color table shows the matching power supply units for the respective screwdriver (see page 12).

6 PIN

Hebelstart Type
Kabelanschluss oben
EA-BTN960LU/C6 - EA-BTN9180LU/C6

Kabelanschluss unten
EA-BTN960LD/C6-EA-BTN9180LD/C652

,3
2

274

80,13

1527,81

43,5

63
,3

9

10
5

Umschalter

Drehmomentstellring

55,5218,5

95°

To order with a ”3/8” 
square anvil place a ”W” 
at the end of m     odel 
No. 
Z.B. EA-BTN960LDW/C6

Top cable connection
EA-BTN960LU/C6 - 
EA-BTN9180LU/C6

Bottom cable connection
EA-BTN960LD/C6 - 
EA-BTN9180LD/C6

6 PIN

Included supply: 
Side support handle

Umschalter für
Drehrichtung Drehmomenteinstellung
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Lever start
EA-BD203L/C6 - EA-BD210L/C6
Push to start
EA-BD210P/C6

Lever start
EA-BD412L/C6 - EA-BD419L/C6
Push to start
EA-BD412P/C6 - EA-BD419P/C6

Lever start
EA-BD630L/C6 - EA-BD650L/C6
Push to start
EA-BD630P/C6 - EA-BD650P/C6

6 PIN

Brushless electric screwdrivers with integrated counter, LED display and the option of 
specifying a screw-in time for easy screw monitoring

• 32V DC for torques from 0.15 up to 1.86
• 40V DC for torques from 0.98 up to 4.90

By pressing various key combinations, the screwdriver can count up to 99 screw connections 
and control the respective screwing process by entering a time window (min. And max. 
Screwing time). The results are each acknowledged with an OK / NOK.
A total of 5 different screwdriving processes can be “programmed”.
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Lever start
EA-BD203L/C6 - EA-BD210L/C6

Lever start
EA-BD412L/C6 - EA-BD419L/C6
EA-BD630L/C6 - EA-BD650L/C6

Push to start
EA-BD412P/C6 - EA-BD419P/C6
EA-BD630P/C6 - EA-BD650P/C6

Power 
supply Type

Torque range ±5% Idle speed 
±10% Weight Length

Voltage Power 
consumption

Bit
Type

kgf-cm lbf-in Nm High Low g mm

Lever start

EA-BD203L/C6 0.2  ~ 3.5 0.17 ~ 3.04 0.02 ~ 0.34 1000 700 400 222 DC24V/32V 25W

B Hex 

6.35mm

EA-BD203LS1/C6 0.2 ~ 3.5 0.17 ~ 3.04 0.02 ~ 0.34 500 350 300 222 DC24V/32V 25W

EA-BD207L/C6 0.5 ~ 7 0.43 ~ 6.08 0.05 ~ 0.69 1000 700 400 222 DC24V/32V 25W

EA-BD210L/C6 1.0 ~ 10 0.87 ~ 8.68 0.10 ~ 0.98 1000 700 400 222 DC24V/32V 25W

EA-BD412L/C6 1.5 ~ 12 1.32 ~ 10.56 0.15 ~ 1.18 1000 700 600 273 DC24V/32V 55W

EA-BD412LH/C6 1.5 ~ 12 1.32 ~ 10.56 0.15 ~ 1.18 2000 1400 600 273 DC32V 55W

EA-BD417LH/C6 3.0 ~ 17 2.64 ~ 14.96 0.29 ~ 1.67 2000 1400 600 273 DC32V 55W

EA-BD419L/C6 3.0 ~ 19 2.64 ~ 16.72 0.29 ~ 1.86 1000 700 600 273 DC24V/32V 55W

EA-BD630L/C6 10 ~ 30 8.86 ~ 26.04 0.98 ~ 2.94 1000 750 840 303 DC40V 90W

EA-BD630LH/C6 10 ~ 30 8.86 ~ 26.04 0.98 ~ 2.94 2000 1500 840 303 DC40V 90W

EA-BD650L/C6 20 ~ 50 17.36 ~ 43.4 1.96 ~ 4.9 1000 750 840 303 DC40V 120W

Push to start

EA-BD210P/C6 2.0 ~ 10 1.74 ~ 8.68 0.20 ~ 0.98 1000 700 400 222 DC24V/32V 25W

EA-BD421P/C6 2.0 ~ 12 1.74 ~ 10.56 0.20 ~ 1.18 1000 700 600 275 DC24V/32V 55W

B Hex 
6.35mm

EA-BD412PH/C6 2.0 ~ 12 1.74 ~ 10.56 0.20 ~ 1.18 2000 1400 600 275 DC24V/32V 55W

EA-BD417PH/C6 3.0 ~ 17 2.64 ~ 14.96 0.29 ~ 1.67 2000 1400 600 275 DC24V/32V 55W

EA-BD419P/C6 3.0 ~ 19 2.64 ~ 16.72 0.29 ~ 1.86 1000 700 600 275 DC24V/32V 55W

EA-BD630P/C6 10 ~ 30 8.86 ~ 26.04 0.98 ~ 2.94 1000 750 840 306 DC40V 90W

EA-BD630PH/C6 10 ~ 30 8.86 ~ 26.04 0.98 ~ 2.94 2000 1500 840 306 DC40V 90W

EA-BD650P/C6 20 ~ 50 17.36 ~ 43.4 1.96 ~ 4.9 1000 750 840 306 DC40V 120W

The screwdrivers are supplied with bit type B hex 6.35 mm as standard.
Note: The screwdrivers must be ordered with a power supply unit from page 12.
Note: The color table shows the matching power supply units for the respective screwdriver (see page 12). 
Note: ESD version with suffix ”E” e.g. EA-BD203L / CE6.                
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Pos. Type
Input

voltage
(AC)

Output
voltage

(DC)

Output 
power

Dimensions
mm

Weight
kgs

Admis-
sion

Number
of pins

Recommende
type

Power supply

1 SP-B12HL30T/C3 100V-240V 9V; 12V Low/Hi
max. 2.5A 105x52x31 0.14 ETL. CE. 

RoHS

2 SP-B32HL61T/C6 100V-240V 24V; 32V Low/Hi
max. 1.8A 145x60x35 0.25 ETL. CE. 

RoHS

3 SP-B32HL62T/
C6 100V-240V 24V; 32V Low/Hi

max. 1.8A 200x80x66 0.46 ETL. CE. 
RoHS

4 SP-B40HL501T/
C6 100V-240V 30V; 40V Low/Hi

max. 5A 232x135x70 1.95 ETL. CE. 
RoHS

5 SP-B40HL801T/
C6 115V-230V 30V; 40V Low/Hi

max. 9A 213x135x70 1.95 ETL. CE. 
RoHS

Power supply / Screw control box

6 SP-BC32HL101T/
C6 (V3.0) 100V-240V 24V; 32V Low/Hi

1.875A 201x130x100 2 ETL. CE. 
RoHS

7 SP-BC40HL501T/
C6 (V3.0) 100V-240V 24V; 32V; 

40V
Low/Hi

5.5A 247x130x100 2.4 ETL. CE. 
RoHS

8 SP-BC40HL801T/
C6 (V3.0) 115V-230V 24V; 32V; 

40V
Low/Hi
max. 9A 247x130x100 2.4 ETL. CE. 

RoHS

Signal box

9 EAA-SCBSN6 – – – 110x92x33 0.2

combined 
with a 
power 
supply

Soft-Start-Box

10 EAA-SSBN6
(soft start) – – – 85x55x35 0.13

combined 
with a 
power 
supply

3 PIN

6 PIN

6 PIN

6 PIN

6 PIN

6 PIN

6 PIN

6 PIN

6 PIN

6 PIN

Note: Power supplies are supplied with a suitable connection cable (230V).

Hi / LO Speed Switch

Hi / LO Speed Switch

Selection table for power supplies for brushless screwdrivers
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Power supplies / screw control boxes with integrated power supplies

6 PIN

PLC signal input / output function for screwdriving systems
External inputs: start / reverse / stop / confirm / Sensor / delete
External outputs: ok | not ok | sums ok

Type SP-BC32HL101T/C6 (V3,0) SP-BC40HL501T/C6 (V3,0) SP-BC40HL801T/C6 (V3,0)

suitable model 
(High speed models available) EA-BN203~EA-BN419 EA-BN203~EA-BN650

EA-BTK620~EA-BTK650
EA-BK760~EA-BAK9250
EA-BTN960 ~ EA-BAN9500

Input voltage AC 100-240V 50/60Hz AC 100-240V 50/60Hz 115V/50Hz, 230V/60Hz

Output voltage DC 32V; 24V DC 40V; 32V; 24V DC 40V; 32V; 24V

Power Watt 60W 220W 360W

Number of screw connections 1 - 99

Counting mode foreward / backwards

external Sensor On / OFF

Sensor switch mode on (2 sensors) / out (1 sensor)

Slow start - time setting 0.1 ~ 9.9 seconds

Slow start - speed setting L0: 100%
L1-L9 rated speed 35-85%

Screw time monitoring min. 0.0-9.9 seconds

Schraubzeitüberwachung max. 0.0-9.9 seconds

N.i.O. - Signal On / OFF / FF / EF with LED and Buzzer

i.O. - Signal On / OFF / FF / EF with LED and Buzzer

Automatic reset On / OFF

Input signals Start / reverse / stop / confirm / sensor / delete

Output signals i.O.|N.i.O.|buzzer i.O.

Choice / screwdriver speed High / Low + slow start

Outer dimensions 200 x 130 x 100 (mm) 247 x 130 x 100 (mm)

Function Description

  1) Slow start function On or OFF

  2) Slow start time range 0 - 9.9 seconds

  3) Slow start speed range 30 - 100% of screwing idle speed

  4) Counting function foreward / backward

  5) Counting range 1 - 99

  6) Screw time monitoring min. 0.00 - 9.90 sec. (0.01 steps)

  7) Screw time monitoring max. 0,0 - 9,9 sec. (0.1 steps)

  8) Screwing process N.i.O. The screwdriver is switched off

  9) Loosen screws Counter counts down

10) Number of screwings 1 -5 tightening programs can be set

11) Key lock Settings cannot be changed
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Input/output:

Inputs (potential free contakts)
Screwdriver	 Start
Screwdriver	 Counterclockwise
Screwdriver	 release
Screwdriver	 Stop

Outputs (relais)
Screwing process	 i.O.
Screwing process	 N.i.O.
Screwing program	 i.O.	

N.i.O. i.O. N.i.O.

Screwdriver

START Lt.
0,05 s

Screwdriver
STOP

Ht.
2,0 s time

Prozess diagram
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Signal box type: EAA-SCBSN6 for brushless screwdrivers in connection with a separate 
power supply unit

Features
• Setting the slow start time (0 - 9.9 sec.)
• Setting the slow start speed (30 - 100% rpm)
• Maximum runtime setting (0 - 9.9 sec.)

The signal box is connected between the power pack and the screwdriver. The functions are: 
Slow start, processing of input and output signals

Inputs (potential free contakts)
Screwdriver	 start
Screwdriver	 counterclockwise

Outputs (Relais)
Screwdriver turns
Screwdriver has switched off
Screwdriver turns counterclockwise

Display and Input keys
Push up/down keys.
LED display for setup parameter
e.g. slow start and runtime parameters

Output-LED‘s
Show the status of the output signals

Input-LED‘s
Show the status of the input signals

DIP switch
Used to control certain I / A functions

Connection to power supply

Connection to screwdriver

Recommended models:
EA-BN203 ~ 650
EA-BTK620 ~ 670
EA-BTN960 ~ 9180
EA-BK760 ~ 7120
EA-BAK960 ~ 9250
EA-BAKA950 ~ 9220
EA-BAN9350 ~ 9500
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Angle head 90° with bit holder

ACCESSORIES

Model-No. For Screwdriver types

EAA-AH1

EA-BN630L, EA-BN650L,
EA-BD630L, EA-BD650L,
EA-618L, EA-624L, EA-630L,
EA-722L, EA-730L, EA-745L,
ED-622L, ED-630L, ED-520L

* For lever start versions only
   suitable
* Not recommended for high speed
   versions

EAA-AH2

EA-BN412L, EA-BN419L
EA-412L, EA-416L
ED-212L, ED-219L

* For lever start versions only
   suitable
* Not recommended for high speed
   versions
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Model-No. For Screwdriver types

EAA-LG2 ED-513L, ED-520L

EAA-PG1 ED-513P, ED-520P

EAA-LG4 
EAA-LG4/S(ESD) EA-BN4 (Lever start type)

EAA-PG4 
EAA-PG4/S(ESD) EA-BN4 (Push to start type)

EAA-LG3 
EAA-LG3/S(ESD) EA-BN630L~EA-BN650L

EAA-PG3 
EAA-PG3/S(ESD) EA-BN630P~EA-BN650P

EAA-LG7/S(ESD) EA-BK760L, EA-BK790L, EA-
BK7120L (Lever start type)

EAA-PG7/S(ESD)
EA-BK760P, EA-BK790P, 
EA-BK7120P (Push to start 
type)

Pistol grips

Model-No. Screw sizes
EAA-SD11 M1.7~2.0
EAA-SD12 M2.0~2.6
EAA-SD13 M3.0~4.0

Screw set case

ACCESSORIES
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Gelenkarmständer

Features
● Used to absorb the reaction torques during assembly
● Due to the gas spring, the arm counteracts the weight of the tool
● Simple assembly and handling

EAA-AUXA-500
EAA-AUXB
EAA-AUX1A
EAA-AUX1A-B Swiveling holder (to 90°)

Enables screwing at different 
angles.

rigid (vertical) holder

EAA-AUX-500
EAA-AUX
EAA-AUX7
EAA-AUX1
EAA-AUX1-B

Type EAA-AUXA-500
EAA-AUX-500

EAA-AUXB
EAA-AUX   

EAA-AUX7 EAA-AUX1A
EAA-AUX1

EAA-AUX1A-B
EAA-AUX1-B

Range (mm) 50 ~ 830 50 ~ 830 50 ~ 830 50 ~ 830 50 ~ 830
Tool weight (kgs) max. 4 max. 4 max. 4 max. 3 max. 3
Gas spring (kgs) 35 25 25 20 20
Recommended use 
for electric screw-
drivers

EA-BAK9250L(P)H
EA-BAN9350 ~
EA-BAN9500

EA-BAK-960 ~
EA-BAK9250

EA-BK-760 ~
EA-BK7120

EA-712 ~ EA-745
ED-617 ~ ED-645 

EA-BN630 ~ EA-BN650
EA-BD630 ~ EA-BD650

swiveling (up to 90 °) holder
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BAHCO GmbH & Co.KG

Martener Hellweg 60 

DE- 44379 Dortmund 

Phone

+49 231 / 91 72 11-0 

Fax

+49 231 / 91 72 11-22 

www.bahco.de 

info@bahco.de
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